
 

 

for operating instructions! Please visit our website or contact us directly

Ordering Information
PRODUCT 

EP-2808-1ZRC (REMOTE)
EP-1004EA-1Z-CVC (RECIEVER)

PRINT SEND

EPIC’S EP-2808-1ZRC RF REMOTE

Speci�er’s Reference

Project

Type

Model No.

Comments or Special Instructions

�e EP-2808-1ZRC and its receiver is a one zone RF wireless RGB controller. 1 
remote EP-2808 can control an endless number of receivers synchronously. All 
receivers will share the same ID address, can also work with data repeater to 
expand output unlimitedly.

SPECIFICATIONS

WIRING DIAGRAM

Operation voltage:

Operation frequency: 

EP-1004EA-1Z-CVC
(Reciever):

3VDC Cr2025 Battery

434MHZ / 868MHZ

12-36VDC input, 3 channels x 5A, constant voltage,3 
channels x (60-180)W

Website: www.epiccontrollers.com   Email: sales@controllers.com

EP-RS232-ADVEPICTM GLOBAL SYSTEM
BEYOND THE LIMITS!

EP-RS232-ADVEPICTM GLOBAL SYSTEM
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EP -1004EA-1Z-CVC
RF RGB Controller
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PRI :

Uin=12-36VDC

Iin=15.5A

SEC:

Uout=3x(12-36)VD C

Iout=3x5A

Pout=3x(60-180) W

TEMP  RANGE:-2 0��-+50 ��
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